
Edge2WAN Speci• cat ion  Sheet

Edge Appliances

50W

25
3 10/100

-
5Mbps

 

-
-
x
x
x
 

-
-
-
-
-
 

25
x

(5 per-user licensing)
x
x
 

-
-
x
  

100Mbps
500Mhz / 128MB

x
x

w/kit
1,000
15,000

8.86" x 8.07" x 1.97"
60W Power Adapter
5 to 40C (67 to 104F)

**

50SXV

25
3 10/100
3Mbps
5Mbps

 

-
100
x
x
x
 

32
x
x
x
x
 

50
x
x
x
x
 

15
-
x
  

100Mbps
500Mhz / 128MB

x
x

w/kit
1,000
15,000

8.86" x 8.07" x 1.97"
60W Power Adapter
5 to 40C (67 to 104F)

**

55SXV

50
4 10/100
8Mbps
10Mbps

 

-
100
x
x
x
 

256
x
x
x
x
 

100
x
x
x
x
 

25
x
x
  

100Mbps
1.5Ghz / 256MB

x
x
x

2,000
50,000

10.8" x 5.6" x 1.7"
Full Range 250W ATX
0 to 40C (32 to 104F)

**

! 2 008 XRoads Networks, Inc. the XRoads Networks logo, and other designated trademarks, trade names, logos, and brands are the property 
of XRoads Networks, Inc. or their respective owners. Product speci#cations are subject to change without notice. This material is provided for 
informational purposes only; XRoads Networks assumes no liability related to its use and expressly disclaims any implied warranties of 
merchantability or #tness for any particular purpose. 

* Requires Platform Maintenance. 
       ICSA Compliant Stateful Inspection Firewall.
** Each appliance is FCC/UL/CE certi#ed and includes 
 a 1-year limited hardware warranty. 

Model

User Recommendation 
WAN / DMZ Interfaces

Site2SiteTM Throughput
XFlowTM Throughput

 
Edge Load Balancing

Multi-Session Web AccelerationTM

ActiveDNSTM Inbound Balancing
XOS Best Path RoutingTM

Automated ISP Failover / Failback
Layer-7 Route Optimization

 
Edge QoS & Tra! c Shaping

Host/Network-Based Shaping
XFlowTM Application Prioritization
XFlowTM Bandwidth Equalization

XFlowTM Top Usage Reporting
XFlowTM Device Monitoring / Alerting

 
Edge Access Control

User/Device Managment
User Authentication / DHCP Control

Netsweeper Web Filtering*
SourceFire Web IDS*

Session Limiting L7 Firewall
 

Site2Site Remote Connectivity

Site2SiteTM Tunnel Balancing & Failover
Site2SiteTM WAN Optimization
Site2SiteTM Client Connectivity

Hardware Speci" cations

Maximum System Throughput
 Route Processor / Memory

Drop-In Installation (Proxy Mode)
Solid State ISO9001 Reliability

Rack Mountable
IP Flow Monitoring

Concurrent Sessions
Dimensions

Power
Environmental

Warranty


